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SECTION 09 54 26 – LINEAR WOOD CEILINGS
PART 1 -  GENERAL

1.1 SUMMARY

A. This Section includes the following ceiling system:

1. Linear Wood tongue and groove planks.

2. Concealed combinations ceiling/walls installation clips.
3. Ceiling suspension system (Optional).
4. All factory applied and/or field installed accessories, wood molding or trim.
1.2 SUBMITTALS

A. Product Data:  Product data, product specifications, and installation instruction.

B. Shop Drawings: Show penetration details, perimeter treatment and other details deemed pertinent to proper installation.

C. Samples:  A 9” wide x 12” long wood ceiling sample.  The sample shall be made of the wood species selected, with the selected finish applied, and installed on clip rails.

1.3 QUALITY ASSURANCE

A. Installer Qualifications:  The installer must be a firm with a minimum of two (2) years of successful experience in installation of suspended wood ceilings of similar requirements to this project. The installer must be acceptable to the architect, manufacturer and owner’s representative.

B. Fire Performance Characteristics:  When specified as “Fire Resistant”, wood ceiling boards shall conform to Class 1, or A flame spread rating, when tested according to ASTM E-84.

C. Environmental Standards: When required the wood ceiling shall originate from well managed forests as certified by accredited and recognized industry certifying organizations.

1.4 DELIVERY, STORAGE, AND HANDLING

A. All materials shall be delivered to the project site in the original, labeled, unopened packages.

B. Materials shall be stored flat and level in a fully enclosed space.  For a minimum of seventy-two (72) hours immediately prior to ceiling installation, the Linear Wood Strips shall be stored in the room in which they will be installed.  The temperature and humidity of the room shall closely approximate those conditions that will exist when the building is occupied.  Linear Wood Planks shall be stored off the floor.

1.5 PROJECT CONDITIONS

A. Install shall be done only when the temperature and humidity closely approximate the interior conditions that will exist when the building is occupied.  The heating and cooling systems shall be operating before, during and after installation, with the humidity of the interior spaces maintained between 25% and 55%.

B. It is important that plenums have proper ventilations, especially in high moisture areas.  There shall be no excessive building up of heat in the ceiling areas.

C. Prior to the start of installation, all exterior windows and doors are to be in place, glazed and weather-stripped.  The roof is to be watertight, and all wet trades’ work is to be completed, and thoroughly dry.

D. Mechanical, electrical, and other utility service installations above the ceiling plane shall have been completed.  No materials should rest against, or wrap around, the ceiling suspension components or connecting hangers.

1.6 WARRANTY

A. Manufacturer: All materials supplied by the ceiling manufacturer shall be guaranteed against manufacturing defects for one (1) year. 

B. Contractor:  All work shall be guaranteed for one (1) years from final acceptance of completed work.

PART 2 -  PRODUCTS

2.1 MANUFACTURERS

A. Linear Wood Ceiling or Wall System:

1. Linwood I as manufactured by Architectural Surfaces, Inc.

a. 123 Columbia Court North, Suite 201, Chaska, MN 55318.

b. 952-448-5300, Fax: 952-448-2613.

c. Toll Free: 1-800-448-0121.

2. Or equal.

2.2 LINEAR WOOD TONGUE AND GROOVE PLANKS
A. Materials: 
1. The Linear Wood tongue and groove planks shall be Linwood I.

a. Species: [As selected by Architect].
b. Cut: [flat cut] [rift cut] [As selected by Architect].
c. Length: [Random] [Specified Length].
d. Joint Side by Side: [V Groove] [Flat V Groove] [Closed].
e. Factory Finish:

1) Clear [Lacquer], [Clear Class A FR Varnish] or [Stain to match architects sample] with lacquer or class A FR Varnish topcoat.

2) All finishes shall be selected by the designer, architect, or designated owner’s representative.
2.3 SUSPENSION SYSTEM
A. Materials: (Optional-ceilings only) The grid suspension shall be as manufactured by Chicago Metallic Corporation, Armstrong or approved equal.

B. All main runners and cross runners shall conform to the heavy duty classification of ASTM C635.

C. Main runners shall be installed 48" o.c. and be directly suspended by not less than 12 ga galvanized steel wire wrapped tightly at least three full turns. Suspension wires shall be straight and vertically installed not more than 48" o.c.

D. Main runners shall be interconnected by cross tees to form a 2'x4' module.

E. Wall channel moldings shall be standard cold rolled electro-galvanized steel.

F. (Optional) wall spring clips shall be used on at least two adjoining walls behind the edge molding to allow for wood system expansion and contraction.

2.4 EDGES, BORDERS AND PERIMETER TRIMS

A. Edges, borders, and perimeter trims shall be designated by Architect in accordance with standard design details available.  All wood ceiling products specified shall be supplied by the ceiling manufacturer.

PART 3 -  EXECUTION

3.1 PREPARATION

A. Ceiling Layout: The contractor shall measure ceiling areas and establish the layout of the mains and cross tees, in accordance with installation instructions.

B. Coordination:  The contractor shall furnish the layout for supports that shall be installed for suspension of ceilings. He shall furnish concrete inserts, steel deck hanger clips, or similar devices for installation, in time to coordinate the work. The contractor shall coordinate with other trades the location of devices which will penetrate the Ceiling Panels or interfere with installation. Recessed or surface devices located within the ceiling panels are to be located and cut in the field.

3.2 INSTALLATION

A. General: The contractor shall install materials in accordance with Architectural Surfaces Inc, printed instructions.  The contractor will comply with applicable regulations and industry standards.

B. Layout and installation of linear ceiling and its suspension system shall be coordinated with other work penetrating through the ceiling.  This includes light fixtures, HVAC equipment, and fire suppression systems components.

C. Perimeters:  Using a leveling device, the contractor shall lay out and install perimeter trim, as specified.

D. Suspensions:  The contractor shall install suspension systems to comply with appropriate industry standards.

E. HVAC and Light Fixture Suspensions:  Electrical and mechanical installations must be supported independently of the linear wood ceiling.

3.3 INSPECTION

A. Upon completion of ceiling installation, the owner’s representative shall inspect all finished surfaces to ensure that the work has been competed in a manner satisfactory to the owner.  Any deficiencies in the installed ceiling shall be corrected by the contractor at no additional cost to the owner, or to the ceiling manufacturer.

3.4 ADJUSTMENT, CLEANING, and REPAIR

A. Upon completion of ceiling installation, all Linear Wood Strips and borders shall be cleaned free of dirt, dust, grease, oils, and fingerprints.

B. All Work that cannot be successfully cleaned or repaired shall be removed and replaced.
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